
 
 
 
ANNEX 2 
 

 
USCG CLASSIFICATION (TYPE/SIZE) EQUIVALENT  

CLASSIFICATION  

 
TYPE 

 
SIZE  

SODA ACID 
AND WATER 
(GALLONS) 

 
FOAM 

(GALLONS) 

 
CARBON 
DIOXIDE 

(POUNDS) 

 
DRY CHEMICAL 

POWDER (POUNDS) 

A II 2½ 2½   
B I  1¼ 4 2 
B II  2½ 15 10 
B III  12 35 20 
B IV  20 50 30 
B V  40 100 50 
C I   4 2 
C II   15 10 

 
EXTINGUISHING AGENTS FOR TYPES OF FIRE 
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A 

 
Common fuels  

 
Lumber, paper,  
cloth, etc. 

 
** 

    
**

 
*** 

 
**

 
* (2) 

 
* (2) 

 
*(2) 

 
B 

 
Flammable 
Liquids  

 
Gasoline and 
solvents  

 
** 

 
*** 

 
*** 

   
* 

 
**

 
** 

 
** 

 
* 

 
C 

 
Live electrical 
equipment  

 
Computers, fax 
machines 

     
(1)

 
(1) 

 
(1)

   

 
D 

 
Combustible  
metals  

 
Magnesium, 
lithium, titanium 

    
** 

      

 
***Very adequate **Adequate *Acceptable  
Empty spaces in this table must be interpreted to 
mean that the extinguishing agent is unacceptable/ 
inadequate, or inadequate for this application 
 

 
(1)  Water spray or foam are unacceptable as 
extinguishing agents in the presence of live 
electricity; the rest of the extinguishing agents may 
be used in extinguishers that have passed the 
dielectric test 

 
(2) May be used for low 
density fires (density less 
than a 5mm) f?? 
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