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SAFETY STANDARD FOR THE USE OF FORKLIFTS 
 

APPENDIX A EQUIPMENT DISTRIBUTION AND ASSIGNMENT  
 

TYPE CHARACTERISTIC AREA 
D Diesel motor  Warehouses or storehouses located in the 

open, businesses or the like, classified as non 
dangerous 

DS Diesel motor, furnished with protection for 
the muffler, fuel and electrical systems.  

Areas where flammable liquids are handled or 
stored in sealed containers, liquids or 
compressed gases 

DY System similar to the DS, but does not 
have an electrical system 

Areas where easily-ignited fibers are handled or 
stored 

E Electrical system, with no fire protection  Warehouses or storehouses located in the 
open, businesses or the like, classified as non 
dangerous 

ES Electrical system, equipped to prevent 
spark generation 

Areas where flammable liquids are handled or 
stored in sealed containers, liquids or 
compressed gases 

EE Electrical system, which is completely 
isolated. 

Areas where easily-ignited fibers are handled or 
stored 

EX Equipped to operate in atmospheres 
containing vapors and flammable powders 

Areas where easily-ignited fibers are handled or 
stored 

G Gasoline motor, with minimum protection 
from fire 

Warehouses or storehouses located in the 
open, businesses or the like, classified as non 
dangerous 

GS Gasoline motor, provided with protection 
for the muffler, fuel and electrical systems.   

Areas where flammable liquids are handled or 
stored in sealed containers, liquids or 
compressed gases 

LP Utilizes liquefied gas as fuel system Warehouses or storehouses located in the 
open, businesses or the like, classified as non 
dangerous 

LPS Utilizes gas as fuel system, provided with 
protection for the muffler, fuel and 
electrical systems.    

Areas where flammable liquids are handled or 
stored in sealed containers, liquids or 
compressed gases 
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